	Army Accident Classification

	Accident

Class
	Definition

	A
	An Army accident in which the resulting total cost of property damage is $1,000,000 or more; an Army aircraft or missile is destroyed, missing, or abandoned; or an injury and/or occupational illness results in a fatality or permanent total disability.

	B
	An Army accident in which the resulting total cost of property damage is $200,000 or more, but less than $1,000,000; an injury and/or occupational illness results in permanent partial disability, or when three or more personnel are hospitalized as inpatients as the result of a single occurrence.

	C
	An Army accident in which the resulting total cost of property damage is $20,000 or more, but less than $200,000; a nonfatal injury that causes any loss of time from work beyond the day or shift on which it occurred; or a nonfatal occupational illness that causes loss of time from work (for example, 1 work day) or disability at any time (lost time case).

	D
	An Army accident in which the resulting total cost of property damage is $2,000 or more but less than $20,000. Nonfatal injuries/illnesses (restricted work activity, light duty, or profile) will only be recorded in ASMIS in conjunction with recordable property damage accidents. 

	E
	An Army aviation incident in which the resulting damage cost and injury severity do not meet the criteria for a Class A-D accident ($2,000 or more damage; lost time/restricted activity case). A Class E aviation incident is recordable when the mission (either operational or maintenance) is interrupted or not completed. Intent for flight may or may not exist. An example of a recordable Class E incident is: during a maintenance operational check (MOC) the engine quits. Examples of nonrecordable Class E incidents are: chip detector light illumination and the component is not replaced; mission interrupted/aborted because of weather, unless mission is canceled; failure of Fair Wear and Tear (FWT) items found on pre- or post-flight inspection; radio failure where radio is replaced; closing a door found open in flight.

	F
	Foreign Object Damage (FOD) aviation incident (Also known as Class F incident).  Recordable incidents confined to aircraft turbine engine damage (does not include installed aircraft Auxiliary Power Units (APU)) as a result of internal or external FOD, where that is the only damage. These incidents will be reported using DA Form 2397-AB-R; Check "F" in the " Accident Classification" block.

	NOTES
	When appropriate, it is the unit commander's responsibility to ensure that an SF 368, or EIR for Category II, or message for Category I is completed and forwarded to the appropriate agency per AR 750-6, DA Pam 738-750, or DA Pam 738-751. The USASC and the appropriate MACOM will be information addressees on all Category I EIRs and PQDRs.


